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               TECHNICAL SPECIFICATIONS MEMORANDUM 
FOUNDATIONS:
Reinforced concrete HA-25/B slabs 
STRUCTURE:
Vertical: Reinforced concrete columns.

Horizontal: Reinforced concrete waffle slabs.
ENCLOSURES:
Separation between dwellings with double partition of double hollow brick, interior with acoustic insulation, exterior with plaster screed.

Interior dividing walls of double hollow brick partitioning and screed plaster.

Exterior enclosures formed of cavity walls with polyurethane foam thermal insulation.
ROOFING:
Pitched roofs laid with high quality old-look upper tiles and new ceramic tiles underneath, with prior waterproofing using asphalt sheeting and polymer film, protected by a standard layer of cement mortar. 
RENDERING AND
PLASTERWORK:

Exterior: Rendered with cement mortar

Interior: In plaster screed. Suspended ceilings of smooth plaster in hallway, bathroom and kitchen. Mouldings in lounge and main bedroom.
FLOORING:

Flooring of cream marble in dwelling and in bathrooms. In kitchen, porcelain stoneware tiling and non-slip stoneware in exterior areas. 
TILING:
In bathrooms, marble tiling to ceiling.


In kitchen, small ceramic stoneware tiles. 
EXTERIOR

CARPENTRY:

Windows in white-finished aluminium with double-glazing.


White-finished aluminium roller blinds (incorporated drum system), operated by belts in bedroom windows. 


Clear Aislaglas Flota glazing or similar



INTERIOR
CARPENTRY:

Front door reinforced with staves on both sides. 


Interior doors of white-lacquered MDF with chrome fittings.
Wardrobes with imitation shutter doors, interior drawer in white chipboard, hanging rail and upper shelf. 
ELECTRICAL
INSTALLATION:
Complying with current legislation, regulations governing low tension and rules of the supplying Company.

Installation accessible via boxes and built-in plastic tubing. Property control panel with trip switch, thermal magnetic protection and power control switch.

Electrical fittings of BJC brand, Iris model.

Individual meter.
TV AND 
TELEPHONE
INSTALLATION:
TV points in living-dining room, kitchen and bedrooms.

TV points in living-dining room, kitchen and bedrooms.

Terrestrial TV antenna and double-polarity parabolic antenna

Installation in accordance with Spanish Telecommunications Law.
PLUMBING

INSTALLATION:
Hot and cold water installation with reticulated polyethylene piping (Wirbo).
Bathroom fittings: 
In 1st bathroom, cream marble top with built-in washbasin with two bowls of Jacob Delafon brand, OVE model. 
Bidet and WC of Jacob Delafon brand, OVE white model and bath of Jacob Delafon brand, Previra model.   
In 2nd bathroom, cream marble top with built-in washbasin with one bowl of Jacob Delafon brand, OVE model.

WC of Jacob Delafon brand, OVE white model. 
Shower of Ideal Standard brand, Didone model.
All taps are mixer taps, of Eurostyle series by Gröhe.
AIR CONDITIONING:

Pre-installation air-conditioning, white-finished aluminium grilles. 
MISCELLANEOUS:



Individual parking spaces in basement.

Kitchen of Xey brand, Alpina model, fitted with upper and lower units, with electric oven, vitroceramic hob and extractor fan. Single stainless steel sink and extending tap. Downlights in ceiling.

Pre-installation security system for infrared detection units with exterior alarm.


Video entry phone in dwelling.


Lift in each block.

Communal area with swimming pool.

Ten-year stability insurance guarantee.
TAYLOR WOODROW DE ESPAÑA, S.A reserves the right to modify or change the materials or models or distribution of the above specifications or plans with the purpose of improving the project in compliance with the criteria of the project technicians.
